(Adopted November 3, 1989)(Amended January 5, 1990)
(Amended May 13, 19982AR1175 September 7, 2007)

PROPOSED AMENDED RULE 1175. CONTROL OF EMISSIONS FROM

THE MANUFACTURE OF
POLYMERIC CELLULAR (FOAM)
PRODUCTS

(@ Applicability
This rule shall apply to polymeric cellular prodsiahanufacturing operations
including but not limited to expandable polystyrepelystyrene foam extrusion,
polyurethane, isocyanurate and phenolic foam ojpest All steps of the
manufacturing operation and the storage of thé pnaduct for a maximum of 48
hours are subject to the requirements of this rule.

(b) Definitions
For the purpose of this rule, the following defimits shall apply:

(1)

(2)

(3)

APPROVED EMISSION CONTROL SYSTEM means any egsused to

reduce manufacturingnd storageemissions and consists af @amission

collectionsystemand a control device, which are approved, in wgitioy

the Executive Officethat has been—Fhe—control—systemmust

demonstrated tabe—perform and operate subjeet-according to the

following provisions:

(A)  The emission collection system shall collecleaista90 percent by
weight of the manufacturing emissions; and

(B) The emission collection system shall collecteaist 90 percent by
weight of the storage emissions; and

(CB) The control device shall reduce emissions fromntlanufacturing
and storagemission collection systesiby at least 95 percent, by
weight.

BLOWING AGENT means a liquid, gaseous or sofithterial that

facilitates the formation of a cellular productrfraaw polymeric material.

CERTIFICATE OF ANALYSIS is a written documettat cites the range

6/18/2007

of pentanes in expandable polystyrene bead, exqutess the percentage
by weight of a manufactured bead-lot, prior to s@pt from the
manufacturer. It also contains the name of theufsaturer, a bead-lot
number, and grade and type identifiers, along wislignature of an officer
or an officer’s designee of the bead-lot manufatur
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(43) CHLOROFLUOROCARBON (CFC) is any chlorinated fluwmated
compound of carbon, excluding;

chlorodifluoromethane (HCFC-22),
dichlorotrifluoroethane (HCFC-123),
tetrafluoroethane (HFC-134a),
dichlorofluoroethane (HCFC-141b),
chlorodifluoroethane (HCFC-142b)
2-chloro-1,1,1,2-tetrafluoroethane (HCFC-124),

(54) EXEMPT COMPOUND Sareany-d-the-following-compoundgsee Rule
102 - Definition of Terms)
e e
rbosoenndbone R
e
B e
e
e
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(65)

(7)

EXPANDABLE POLYSTYRENE (EPS) MOLDING OPERATIONS
consist of a series of processes, where polystybeagls and blowing
agent are expanded by exposure to steam or anyethansion agent and
processed through cup, block or shape molding lmtedensity, closed
cell, cellular products. EPS products include b not limited to
drinking cups, insulation board, packaging matgeat ice chests.
LOW-PENTANE BEAD is an expandable polystyreneath containing

(86)

(94

(10)

pentane as a blowing agent with an upper limit tbss 4.0 percent by
weight, prior to shipment, as certified upon delwby an accompanying
bead lot manufacturer’s Certificate of Analysis.

MANUFACTURING EMISSIONS are any emissions of VOCFC, or
methylene chloride that occur during the manufactuoperation.
MANUFACTURING OPERATION means every step of thegessing of
a polymeric material from the delivery of the rawaterial, until the
storage of the final cellular product.

MID PENTANE BEAD is an expandable polystyrebead containing

(118)

(129)

(13)

pentane as a blowing agent with an upper limit tegs or equal to 5.2
percent by weight, prior to shipment, as certifiggbn delivery with an
accompanying bead lot manufacturer’s CertificatAmdlysis.

RAW MATERIAL means all polystyrene beads, polythene, and
blowing agent used in the manufacture of polymeeitular products.
RIGID POLYURETHANE is a closed cell polyurethangerimarily
manufactured as rigid slabstock, laminated boac#tsteeld spray foam or
pour-in-place foam.

STORAGE EMISSIONS are VOC emissions occurforga maximum of

(140)
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48 hours after the polymeric cellular foam prodaaghanufactured.
VOLATILE ORGANIC COMPOUND (VOC)is-ahy-velatile-compound

aradhoxide bonic
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102 - Definition of Terms).

(© Emission Control Requirements

(1)

(2)

@)

(4)
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Manufacturing Operations, Excluding Expandalftelystyrene (EPS)

Molding Operations

(A) ByJanuary 1, 1994, each polyurethane operatidnect to the rule
shall discontinue its use of CFCs, VOCs, or methglehloride.

(B) Each manufacturing operation, excluding rigisdlyprethane
operations shall reduce yearly emissions from #88lemissions
baseline, based on Rule 301 emission fees filiggl® percent,
beginning calendar year 1994.

Expandable Polystyrene (EPS) Molding Operations

The owner or operator of an expandable polystyr@eieS) molding

operation shall demonstrate, to the satisfactiothef Executive Officer,

that manufacturing emissions and post-manufactlemigsions, assuming
all the blowing agent is released from the prodai,less than 2.4 lbs per

100 Ibs of raw material processed.

The owner or operator of any polymeric cellutsnufacturing operation,

subject to the requirements sfparagraph (c)(1) or (c)(2), shall submit

a plan tothe District-subjectto be approedal by the Executive Offices

designee that will-demonstrate compliance withsufparagraph (c)(1) or

(©)(2).

The owner or operator of any polymeric cellut@nufacturing operation

that has not achieved the requirements specifiedigaragraph (c)(1),

(©)(2), or (c)(3) shall:

(A)  Submit permit applications for the installatiasf an emission
control system within four months of the date t@npliance with
such requirement was not achieved; and

(B)  Within twelve 22-months of failing to meet the requirements of
sukparagraph (c)(1), (c)(2), or (c)(3), the followipgpvisions must
be satisfied:

0] An approved emission control system is insthlland
operaedng with all sources of manufacturing emissions
collected and reduced according to subparagrap(is) ()
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(d) Exemptions

(1)

(2)

6/18/2007

(ii)

(iii)

(September 7, 2007)

and (b)(2)(C — trol
system and

All _sources of storageemissions from the final
manufactured product amollected and reduced according
to subparagraphs (b)(1)(B) and (b)(1M&hted-only-to-the
approved-emission-control-systdon at least:

() 48 hours, in the case of expandable polystyrene
molding operations that process more than 800,000
pounds per calendar year of raw material; or

(I 24 hours, in the case of all other manufactgri
operations or

Expanded polystyrene (EPS) block molding @iems

may, in lieu of complying with the specific control
requirements of clauses (c)(4)(B)(i) and (c)(4)B)@ollect
and reduce, through a combination of approved éomss
control systems and operational techniques, maturfag
emissions by at least 93 percent overall, providédeast

60 percent of the annual EPS block throughput is
manufactured with low-pentane bead and the remainde
with mid-pentane bead.

The provisions of paragraph (c) shall not agplgny:

Expandable polystyrene operation that procedsss than 200
pounds per day of raw material.

Rigid polyurethane operation that processes tlean 1,000 pounds
per day of raw material.

The provisions efubparagraplelause(c)(4)(B)(ii) shall not apply to any
facility that only manufactures:

rigid polyurethane foam; or

EPS foam and the highest concentration of tbeilbg agent in the
cellular product is 1.8 percent or less by weigtihin 15 minutes
of completion of the manufacturing operation. Yieation of the
concentration shall be demonstrated annually, amtsuo a
protocol submitted téhe District-and subjeet-toapproedal by the
Executive Officer.

(A)

(B)

(A)
(B)
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(e) Recordkeeping

(1)

(2)

Any owner or operator subject to this rule lairning an exemption under
paragraph (d) shall maintain a daily record of apens, including but not
limited to the amount of raw material processed, dhquipment used, and
the type of blowing agent used. Such records dimlletained in the
operator's files for a period of two years and bailable toa-DBistriet
representativéhe Executive Officeupon request.

Owners and/or operators using an emission gbayistem as a means of
complying with this rule shall maintain daily redsrof the operation and
maintenance of the emission control system. Theserds shall include
key system operating parameters such as tempesatymessures,
flowrates, and other measures to demonstrate cangdiwith paragraph

(©)(4).

)] FestMethoddvethods of Analysis
All applicable methods of analysis shall be asdcite paragraphs (f)(1) through

(H)(6) below, or any other applicable method appbby the Executive Officer,

the United States Environmental Protection AgentyS( EPA), and the

California Air Resources Board (CARB).

(1)

6/18/2007

Determination of VOC Content

The VOC content of materials subject to the prawisiof this rule shall be

determined by the following methods:

(A)  Lhededclelee Beacpnepnel Deoe o Soendd 5 EPA
Reference Method 24 (Code of Federal Regulatiotis D Part
60, Appendix A). The exempt solvent content shall be determined
by SCAQMD Method 303 (Determination of Exempt Comipds)
contained in the SCAQMD "Laboratory Methods of Arsad for
Enforcement Samples" manual; or,

(B) SCAQMD Method 304 [Determination of Volatile @anic
Compounds (VOCs) in Various Materials] contained thme
SCAQMD "Laboratory Methods of Analysis for Enforcem
Samples" manual.

(C) Exempt Perfluorocarbon Compounds
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(2)

)

6/18/2007

The following classes of compounds will be analyasdexempt
compounds for compliance wiparagraph subdivision(c), only

when manufacturers specify which individual compisiare used
in the—ceating-foermulation manufacture of polymeric cellular

products
cyclic, branched, or linear, completely fluorinatdianes;

cyclic, branched, or linear, completely fluorinatethers with no
unsaturations;

cyclic, branched, or linear, completely fluorinatiedtiary amines
with no unsaturations; and

sulfur-containing perfluorocarbons with no unsatiores and with
sulfur bonds only to carbon and fluorine.

In addition, the manufacturers must identlg-test-methodapproved-and
e bt lp foel ©oaloe —prnnpeondal Diesloc o Aoefitey LS EPA
California—AirResources—Boar€ARB, and the Bistriet SCAQMD to

approved test methods used qaantify the amount of each exempt

compound.

Determination of Pentanes in Expandable StyRaigmers

The weight percent pentane in expandable polystymoatymer shall be
determined by SCAQMD Method 306 (Analysis of Peatanin
Expandable Styrene Polymers) contained in the SCEBQNMaboratory
Methods of Analysis for Enforcement Samples” manual
Determination of Efficiency of Emission Conti®ystem

(A)

(B)

Capture efficiency specified in paragraph (b)(1)alkhbe
determined by the procedures presented in the EP3. technical
guidance document “Guidelines for Determining Ceptu
Efficiency, January 9, 19938JSERA-methodcited-in-55-Federal

The efficiency of the control device of the esion control system

reguiredspecifiedin paragrapiKe}4) (b)(1) and the VOC content
in the control device exhaust gases, measured aledlated as

carbon, shall be determined bySJEPA Test Methods 25, 25Af
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(4)

6/18/2007

SCAQMD Method 25.1 (Determination of Total Gasedsn-
Methane Organic Emissions as Carhoo) SCAQMD Method
25.3 (Determination of Low Concentration of Non-kighe Non-
Ethane Organic Compound Emissions from Clean Fueled
Combustion Sources)s applicable. 1$. EPA Test Method 18, or
ARB Method 422 shall be used to determine emissofrexempt
compounds.

Multiple Test Methods

When more than one test method or set of test rdsthce specified for

any testing, a violation of any requirement of thue established by any

one of the specified test methods or set of teshoas shall constitute a

violation of the rule.
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